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COMPANY PROFILE

Foshan sangiao welding industry co., Itd is a sino-foreign

¥

E‘—-ﬁf 4 / A

joint venture high-tech enterprise which comprehensively

adopts Poly (HK) electric co., Itd advanced technology

and strict enterprise management and customer-oriented

philosophy.
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We specilized in the welding machine manufacture more
than 20 years, and contribute to offer customers the best

quality welding machine.

Sangiao products had passed the CCC and CE and RoHs
certificates, and IS0O2015. And been widely used in

machinery manufacturing, petroleum pipeline construction,

power engineering, hardware & household appliance
industry, architectural engineering, shipbuilding, motor
industry, etc. Our machines have been sold well in China
domestic market and oversea markets, machines’ quality

and performance has been widely accepted by our

customers.
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20 years focus on welding industry

R&D

@ Sangiao built a long term R&D
cooperation relationship with South
China University of Technology,
whichis China the earliest university
set up the welding subject as
teaching and R&D project.

More than 10 R&D eingeers with rich
experience in the welding industry.

e

Every year millions of RMB invest to
the new technology development.
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Patent certificates Application
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MAG230G/230Gsv/3306

Digital CO2 gas shielded welding machine

MAG200G

Digital CO2 gas shielded welding machine

Features:

* Possessing MAG/MIG, MMA, LIFT TIG function.

* Using 1kg/5kg coil , integrated torch.
* Synergic control.

* Flux-cored wire available.

* 2T / 4T function.
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MAG/MIG MMA TIG MAG/MIG MMA

STANDARD ACCESSORIES

m

< IGBT inverter technology, reliable performance.
¢ Digital control technology, few splash, perfect

» welding forming, good for thin sheet welding. ,
e Over current & heating protection.

Features:

* Possessing MAG/MIG, MMA function.

* Using 15kg coil, sparated torch.
* VRD function.
* 2T / 4Tfunction.

STANDARD ACCESSORIES

~ [+ [9Olle

« Digital control technology, few splash, perfect

welding forming.

* Over current & heating protection
« IGBT inverter technology, reliable performance.

Rated Input Voltage \Y AC 220V+15% 50/60 Rated Input Voltage V AC 220V+15% 50/60 AC 110/220V+15% 50/60 AC380V+15% 50/60
Rated Input Power KVA 8.2 Rated Input Power KVA 11.3 11.3 13.9
MIG:40-200(AC220)
MIG:30-200 MIG:40-200 MMA:30-200(AC220) MIG:40-350
Output Current Range A MMA:30-160 Output Current Range A MMA:30-200 s el MMA:30-300
TIG:10-160 T1G:20-200 MMA:30-120(AC110) T1G:20-300
TIG:20-120(AC110)
Duty Cycle % 30 Duty Cycle % 60 60(220V) 30(110V) 30
Feeding mode - All in one Feeding mode - Allin one Allin one Allin one
Wire feeding speed M/min 2-15 Wire feeding speed M/min 2-18 2-18 2-18
Welding Plate Thickness MM 0.5-5 Welding Plate Thickness MM 0.5-6 0.5-6 0.5-8
Welding wire diameter [} 0.8-1.0 Welding wire diameter [} 0.8-1.2 0.8-1.2 0.8-1.2
Machine Dimensions MM 410X165X300 Machine Dimensions MM 445%245x485 445x245x485 445x245x530
Net Weight KG 8.6 Net Weight KG 21.3 22.3 24.8

WWW.SANQIAOCO.COM
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Digital CO2 gas shielded welding machine Digital pulse CO2 gas shielded welding machine

MAGZ350GD
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STANDARD ACCESSORIES
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Features: Features:
* Possessing MAG/MIG, MMA function. * GBT inverter technology, reliable performance. * Possessing MAG/MIG, MMA, LIFT TIG function. « IGBT inverter technology, reliable performance.
* Using 15kg coil, sparated torch. « Digital control technology, few splash, perfect « Single-pulse function, no splash welding. * Digital control technology, few splash, perfect
* Welding machine & feeder separated, welding forming. * VRD function. welding forming.
europe type and Panasonic type torch optional. * Qver current & heating protection. * 2T / 4T function. * Over current & heating protection.
* 2T / 4Tfunction. * Using 15kg coil, sparated torch, * Synergic control.

wire-pulling torch optional.

Rated Input Voltage V AC380V+15% 50/60 AC380V+15% 50/60
Rated Input Power KVA 9.4 11.9 Rated Input Voltage \Y AC 220V+15% 50/60 AC 110/220V+15% 50/60 AC380V+15% 50/60
MIG:40-270 MIG:40-315 Rated Input Power KVA 9.6 11.3 13.9
Output Current Range A MMA:30-200 MMA:30-250 MIG:40-200(AC220)
TIG:20-200 TIG:20- 250 MIG:40-200 MMA:30-200(AC220) MIG:40-350
Output Current Range A MMA:30-200 T1G:20-200(AC220) MMA:30-300
Duty Cycle % 40 40 P 9 I MIG:40-120(AC110) e
T1G:20-200 MMA:30-120(AC110) TIG:20-300
Feeding mode - Seperated Seperated TIG:20-120(AC110)
Wire feeding speed M/min 2-18 2-18 Duty Cycle % 60 60(220V) 30(110V) 30
Welding Plate Thickness MM 0.5-5 0.5-7 Feeding mode - Allin one Allin one Allin one
Welding wire diameter ¢ 0.8-1.0 0.8-1.2 Wire feeding speed M/min 2-18 2-18 2-18
Machine size MM 475x240x380 475x240x380 Welding Plate Thickness MM 0.5-5 0.5-6 0.5-8
Feeder size MM 450x200x330 450x200x330 Welding wire diameter [} 0.8-1.2 0.8-1.2 0.8-1.2
Machine net size KG 16.9 16.9 Machine Dimensions MM 445x245x485 445x245x485 445x245x535
Feeder net size KG 1.5 1.5 Net Weight KG 21.3 22.3 24

WWW.SANQIAOCO.COM WWW.SANQIAOCO.COM




05 20 years focus on welding industry

N s

Digital pulse CO2 gas shielded welding machine

Features:

* Possessing MAG/MIG, MMA, LIFT TIG function.

» Using 15kg coil, sparated torch.

* Single-pulse function, no splash welding.

* Synergic control.

* Welding machine & feeder separated, Europe
type and Panasonic type torch optional.
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MAG/MIG MMA TIG

STANDARD ACCESSORIES
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* IGBT module inverter technology, reliable

performance.

« Digital control technology, few splash, perfect

welding forming.

* Over current & heating protection.
*VRD, 2T / 4Tfunction.

Rated Input Voltage

Rated Input Power

Output Current Range

Duty Cycle

Feeding mode

Wire feeding speed
Welding Plate Thickness
Welding wire diameter
Machine size

Feeder size

Machine net size

Feeder net size

WWW.SANQIAOCO.COM

KVA

%

M/min
MM

MM
MM
KG
KG

AC380V+15% 50/60
13.9
MI1G:40-350
MMA:30-300
T1G:20-300
40

Seperated
2-24

0.5-12
0.8-1.2
515x270x265
450x200x330
22

16.6
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Digital pulse CO2 gas shielded welding machine
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Features:

* Possessing MAG/MIG, MMA, LIFT TIG function.

« Using 15kg coil, sparated torch.

* Single-pulse function, no splash welding.

* Synergic control.

* Welding machine & feeder separated, Europe
type and Panasonic type torch optional.
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MAG/MIG MMA TIG

STANDARD ACCESSORIES
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* IGBT module inverter technology, reliable

performance.

« Digital control technology, few splash, perfect

welding forming.

* Over current & heating protection.
*VRD, 2T / 4Tfunction.

Rated Input Voltage

Rated Input Power

Output Current Range

Duty Cycle

Feeding mode

Wire feeding speed
Welding Plate Thickness
Welding wire diameter
Machine size

Feeder size

Machine net size

Feeder net size

KVA

%

M/min
MM

MM
MM
KG
KG

AC380V+15% 50/60
24.7
MIG:60-500
MMA:30-450
T1G:20-450
40

Seperated
2-24

1.0-15
1.0-1.6
550x280x550
450x200x330
30.5

171
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MIG200GD/200GDsv

Digital pulse CO2 gas shielded welding machine
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STANDARD ACCESSORIES

Earth cl.
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Features:
* Possessing MAG/MIG, MMA LIFT TIG function. * Synergic control.
* Welding machine & feeder separated, dual-drive « IGBT inverter technology, reliable performance.

feeder, Europe type connector available. « Digital control technology, few splash, perfect
* Dual-pulse function, no splash welding, specially welding forming.
* suitable for aluminum. , * Over current & heating protection.
* VRD function;2T/ 4T function. * Using 1kg/5kg coil, sparated torch.
* Using dual-drive feeder.

Rated Input Voltage \Y AC 220V+15% 50/60 AC 110/220V+15% 50/60
Rated Input Power KVA 8.2 8.2
MIG:40-200(AC220)
MIG:40-200 MMA:30-200(AC220)
Output Current Range A MMA:30-200 MO0 20ACA10)
T1G:20-200 MMA:30-120(AC110)
TIG:20-120(AC110)
Duty Cycle % 60 60(220V) 30(110V)
Feeding mode = All'in one Allin one
Wire feeding speed M/min 2-15 2-15
Welding Plate Thickness MM 0.5-5 0.5-5
Welding wire diameter [} 0.8-1.2 0.8-1.2
Machine Dimensions MM 460x220x375 460x220x375
Net Weight KG 15.6 16.6

WWW.SANQIAOCO.COM
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Digital pulse gas shielded welding machine

Function

3
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Function
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MAG/MIG MMA TIG

STANDARD ACCESSORIES

Earth clamp

Features:

* Possessing MAG/MIG, MMA, LIFT TIG function. * Synergic control.

« Using colorful LED screen operation panel. . IGBT inverter technology, reliable performance.

* Dual-pulse function, no splash welding, specially - Digital control technology, few splash, perfect
suitable for aluminum. welding forming.

* Using 1kg/5kg coil, sparated torch, wire-pulling « Over current & heating protection.
torch optional. * Using dual-drive feeder.

* 2T / 4T function. * VRD function.

« Supports 18 sets of welding data memory.

Rated Input Voltage V AC 220V+15% 50/60 AC 110/220V+15% 50/60

Rated Input Power KVA 8.2 8.2

MIG:40-200(AC220)
MMA:30-200(AC220)

MIG:40-200 TIG:20-200(AC220)
Output Current Range A MMA:30-200 MIG:40-120(AC110)
3205200 MMA:30-120(AC110)
TIG:20-120(AC110)
Duty Cycle % 60 60(220V) 30(110V)
Feeding mode - Allin one Allin one
Wire feeding speed M/min 2-15 2-15
Welding Plate Thickness MM 0.5-5 0.5-5
Welding wire diameter ¢ 0.8-1.2 0.8-1.2
Machine Dimensions MM 460x220x375 460x220x375
Net Weight KG 15.6 16.6

WWW.SANQIAOCO.COM

Achieve the leading welding solution provider m



SANJIGE

m 20 years focus on welding industry \

Digital pulse CO2 gas shielded welding machine
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MIG350GDL

Digital pulse CO2 gas shielded welding machine

Achieve the leading welding solution provider m

Function

Function

Return

9 e

Execute
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Max
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MAG/MIG MMA TIG

STANDARD ACCESSORIES F STANDARD ACCESSORIES
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Features:

* Possessing MIG/MAG, MMA, LIFT TIG functions. * Dual-pulse function, perfect for aluminum welding.
« Big colorful LCD screen, operation friendly interface.  * 15kg coil.
* Supports 4 languages versions. * 2T/4T function.
» Supports 18 sets of data memory. * 4-drive feeder.
* Synergic control. * IGBT inverter technology, reliable performance.
* Over current & heat protection.

Features:

* Possessing MAG/MIG, MMA function. * Synergic control.

* Welding machine & feeder separated, Europe type « IGBT inverter technology, reliable performance.
connector available. « Digital control technology, few splash, perfect

* Dual-pulse function, no splash welding, specially welding forming.
suitable for aluminum. * Over current & heating protection.

* Using 15kg coil, sparated torch. * Using 4-drive feeder.

* VRD function;2T / 4T function.

Rated Input Voltage Vv AC 220V+15% 50/60 AC 110/220V+£15% 50/60 AC380Vx15% 50/60 Rated Input Voltage V AC380V+15% 50/60
Rated Input Power KVA 11.3 11.3 13.9 Rated Input Power KVA 13.9
MIG:40-200(AC220)
MIG:40-200 HTAS0 A TATZ2) MIG:40-350 MIG:40-350
TIG:20-200(AC220)
Output Current Range A MMA:30-200 MIG:40-120(AC110) MMA:30-300 Output Current Range A MMA:30-300
T1G:20-200 MMA:30-120(AC110) T1G:20-300 TIG:20-300
TIG:20-120(AC110)
Duty Cycle % 60 60(220V) 30(110V) 30 Duty Cycle % 30
Feeding mode - Allin one Allin one Allin one Feeding mode - Allin one
Wire feeding speed M/min 2-18 2-18 2-18 Wire feeding speed M/min 2-18
Welding Plate Thickness MM 0.5-6 0.5-6 0.5-6 Welding Plate Thickness MM 0.5-6
Welding wire diameter ¢ 0.8-1.2 0.8-1.2 0.8-1.2 Feeding wire diameter ¢ 0.8-1.2
Machine Dimensions MM 445x245%x485 445x245x485 445%245x535 Machine Dimensions MM 820*510*800
Net Weight KG 22.3 28.3 24.8 Net Weight KG 44.2

WWW.SANQIAOCO.COM
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Digital manual metal welding machine

N caicn
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Digital manual metal welding machine
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OPTIONAL ACCESSORIES STANDARD ACCESSORIES

o ~

e Current & arc ignition & thrust current adjustable.
« IGBT inverter technology, reliable performance.

» Over current & heating protection.

* VRD function.

* Hot start.

OPTIONAL ACCESSORIES

MMA holder Earth clamp

STANDARD ACCESSORIES

16 Europe plug 94 Allen

* Current & arc ignition & thrust current adjustable.
« IGBT inverter technology, reliable performance.

* Over current & heating protection.

* VRD function

* HOT start.

Features:

* Possessing MMA & LIFT TIG function;

* 3 pcb circuit structure design, good for
heat dissipation.

* Digital control technology, few splash & perfect
welding forming.

Features:
* Possessing MMA & LIFT TIG function;
« 3 pcb circuit structure design, good for
heat dissipation.
* Digital control technology, few splash & perfect

welding forming.

Rated Input Voltage \% AC 220V+15% 50/60 Rated Input Voltage \% AC 220V+15% 50/60 AC 110/220V+15% 50/60 AC 220V+15% 50/60 AC 110/220V+15% 50/60
Rated Input Power KVA 9.6 Rated Input Power KVA 7.2 7.2 9.6 9.6
MMA: 30-160 (AC220V ) MMA: 30-200 (AC220V )
MMA: 30-200 MMA: 30-160 TIG: 10-160 (AC220V ) MMA:30-200 TIG: 10-200 (AC220V )
Output Current Range A Output Current Range A
TIG: 10-200 TIG: 10-160 MMA: 10-120 (AC110V)  TIG:10-200 MMA: 10-120 (AC110V )
TIG: 10-120 (AC110V ) TIG: 10-120 (AC110V )
Duty Cycle % 30 Duty Cycle % 50 40 35 30
Hot Start Current Range A 0-100 Hot Start Current Range A 0-100 0-100 0-100 0-100
Force Current Range A 0-100 Force Current Range A 0-100 0-100 0-100 0-100
Electrode Diameter MM 1.6-4.0 Electrode Diameter MM 1.6-3.2 1.6-3.2 1.6-4.0 1.6-4.0
Machine Dimensions MM 250X115X180 Machine Dimensions MM 380X160X310 380X160X310 380X160X310 380X160X310
Net Weight KG 3.5 Net Weight KG 6.5 6.5 6.5 6.6

WWW.SANQIAOCO.COM
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ARG160/200

Manual metal welding machine

Ay

b ARC-200
- Inverter DC manual welding
- IGBT 20 20
r A
&
-
&
& P
y &,
. \
» A\ Z
MMA
STANDARD ACCESSORIES
16 Europe plug 94 Allen
OPTIONAL ACCESSORIES
Features:
* 3 pcb circuit structure design, good for heat dissipation.
* Digital control technology, few splash & perfect welding forming.
* Built-in thrust current.
* IGBT inverter technology, reliable performance.
» Over current & heating protection.
Rated Input Voltage \% AC 220V+15% 50/60 AC 220V+15% 50/60
Rated Input Power KVA 7.2 9.6
Output Current Range A 20-160 30-200
Duty Cycle % 45 30
Hot Start Current Range A = -
Force Current Range A S S
Electrode Diameter MM 1.6-3.2 1.6-4.0
Machine Dimensions MM 295X130X260 295X130X260
Net Weight KG 5.2 5.2

WWW.SANQIAOCO.COM
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Manual metal welding machine

VANLL
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FORCE

CURRENT

® ARC-500

& Inverter DC manual welding

CURRENT

STANDARD ACCESSORIES

500A insert ear

OPTIONAL ACCESSORIES

MMA holder Earth clamp

Features:

* 3 pcb circuit structure design, good for heat dissipation.

* Digital control technology, few splash & perfect welding forming.
¢ Built-in thrust current.

* IGBT inverter technology, reliable performance.

» Over current & heating protection.

Rated Input Voltage \Y AC 380V+15% 50/60HZ
Rated Input Power KVA 25.3

Output Current Range A 30-450

Duty Cycle % 85

Hot Start Current Range A =

Force Current Range A =

Electrode Diameter MM 2.5-6.0

Machine Dimensions MM 450X230X380

Net Weight KG 15.4

WWW.SANQIAOCO.COM
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TIG200G TIG200GD/200GDsv

Argon arc welding machine Digital pulse argon arc welding machine

A\

TIG
MMA

3 TlG—ZOOG . ‘ SPOT'
3 \ , o ([ )=m
: Postriow A 4 : 1 10 o @
A .
{
: - : A
TIG MMA TIG MMA

STANDARD ACCESSORIES

Earth clamp
%

Features: Features:

* Possessing TIG & MMA function. * Possessing TIG & spot TIG & MMA function; .

° 3 pcs circuit structure design, IGBT inverter technology, * Possessing pulse / no pulse, spot/ continous
welding function.

» 3 pcb circuit structure design, good for heat

* Post gas adjustment. dissipation.

- Digital control technology, accurate welding
power control.

STANDARD ACCESSORIES

Earth clamp
%
Q& -

« Can be swift arcing, fast spot welding.

* Peak current & time, base current & time adjustable.
< IGBT inverter technology, reliable performance.

* Over current & heating protection.

» Spot welding 0.3mm sheet no deformation.

reliable performance, low failure rate.

° Over current & heating protection.

Rated Input Voltage \% AC 220V+15% 50/60 AC 110/220V+15% 50/60
Rated Input Voltage \% AC220V+15% 50/60 Rated Input Power KVA 7.2 7.2
Rated Input Power KVA 7.2 TIG:10-200(AV 220V)
. Output Current Ranae A TIG:10-170 MMA:10-160 (AV 220V)
BuipL e Bamge A LSRR LAY & g MMA:10-150 TIG:10-160(AV 110V)
MMA: 30-150 MMA:30-120 (AV 110V)
Duty Cycle % 40 Duty Cycle % 40 40
Hot Start Current Range A = Hot Start Current Range A = =
Arcing Method A High frequency Arcing Method A High frequency High frequency
Welding Plate Thickness MM 0.3-3.5 Welding Plate Thickness MM 0.3-4.0 0.3-4.0
Machine Dimensions MM 375X160X310 Machine Dimensions MM 405X160X310 405X160X310
Net Weight KG 7.8 Net Weight KG 7.2 7.6

WWW.SANQIAOCO.COM
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Digital pulse argon arc welding machine

N caicn

A

TIG MMA

STANDARD ACCESSORIES

[EX) 950Europe plug

Features:

* Possessing pulse / no pulse, spot/ continous. * Possessing TIG & spot TIG & MMA function.

welding function. * Three-proofing air flue design, IGBT inverter
- Digital control technology, accurate welding power technology, reliable performance.
control,spot welding 0.3mm sheet no deformation * Over current & heating protection.
° Peak current & time, base current & time adjustable. » Can be swift arcing, fast spot welding.
Rated Input Voltage \% AC 380V+15% 50/60HZ
Rated Input Power KVA 13.2
TIG: 10-400
Output Current Range A
MMA: 30-350
Duty Cycle % 60
Hot Start Current Range A
Arcing Method A High frequency
Welding Plate Thickness MM 0.3-7.5
Machine Dimensions MM 475X240X380
Net Weight KG 17.1

WWW.SANQIAOCO.COM
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Digital inverter AC/DC argon arc welding machine

shmse /

STANDARD ACCESSORIES

Earth clamp
(2.0m) 50Europe plug

Features:
* Possessing TIG & MMA function. * Pre-blow time, arcing current, raising time, peak
 Using colorful LED screen operation panel, welding current, pulse frequency, pulse duty cycle, base
data match automatically. current, declining time, arc-ending current, post-
» Possessing AC1 DC, 2T 14T, pulse/ no pulse function.  blow time, AC frequency, AC clean width adjustable.
* Digital control technology, Synergic control, » Over current & heating protection.
Min. AC current can be 10A. * Remote torch & foot switch optional.
* Three-proofing air flue design, IGBT inverter * Memory & storage function.
technology, reliable performance.

Rated Input Voltage \% AC 220V+15% 50/60 AC 110/220V+15% 50/60
Rated Input Power A 7.2 7.2
TIG: 10-200 (AC220V )
o et RO
MMA: 30-120 (AC110V )
Duty Cycle % 40 30
Arcing Method A High frequency High frequency
Welding Plate Thickness MM 0.5-5.0 0.5-5.0
Machine Dimensions MM 460X220X375 460X220X375
Net Weight KG 15.1 16.2

WWW.SANQIAOCO.COM
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TIG200L AC/DC

Digital inverter AC/DC argon arc welding machine

( )
Function Function

& )

A\ ey
Return

Execute

a

TIG MMA

STANDARD ACCESSORIES

T e

Features:
* Possessing TIG & MMA function. * Digital control technology, Synergic control,
» Possessing AC / DC, 2T / 4T, pulse / no pulse function. Min. AC currentcan be 10A.

 Pre-blow time, arcing current, raising time, peak * Memory & storage function.

current, pulse frequency, pulse duty cycle, base * Three-proofing air flue design, IGBT inverter
current, declining time, arc-ending current, post- technology,reliable performance.Over current &
blow time, AC frequency, AC clean width adjustable. heating protection.

* Remote torch & foot switch optional.

Rated Input Voltage \% AC220V+15% 50/60
Rated Input Power KVA 7.2
Output Current Range A TIG: 10-200

MMA: 30-200
Duty Cycle % 40
Hot Start Current Range A
Arcing Method A High frequency
Welding Plate Thickness MM 0.5-5.0
Machine Dimensions MM 460X220X375
Net Weight KG 15.1

WWW.SANQIAOCO.COM
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TIGA00GDACG/DC

Digital inverter AC/DC argon arc welding machine

Achieve the leading welding solution provider 20

STANDARD ACCESSORIES

Features:
* Possessing TIG & MMA function. * AC wave adjustable, meet various of welding
* PossessingAC/ DC, 2T/ 4T, pulse / no pulse function. requirements.

° Memory & storage function.

* Three-proofing air flue design, IGBT inverter
technology,reliable performance.Over current &
heating protection.

* Remote torch & foot switch optional.

* Digital control technology, Synergic control.

* Pre-blow time, arcing current, raising time, peak
current, pulse frequency, pulse duty cycle, base
current, declining time, arc-ending current, post-
blow time, AC frequency, AC clean width adjustable.

Rated Input Voltage \% AC380V+15% 50/60HZ
Rated Input Power KVA 10.6
Output Current Range A TIG: 10-350
MMA: 30-275
Duty Cycle % 60
Hot Start Current Range A
Arcing Method A High frequency
Welding Plate Thickness MM 1-10
Machine Dimensions MM 605X310X595
Net Weight KG 50.5

WWW.SANQIAOCO.COM
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CT-416GD/CT-416GDSv

Plasma cutting machine

Cr=4766D o

Plasma Tie MMA
cutting

STANDARD ACCESSORIES

Air reducing PT-31 contact Earth clamp
Qe [N |G

Features:

* Possessing CUT, TIG, MMA functions.

* Cheap price, easy to carry Contains digital full function pulse TIG welding data,
achieve multi-techniques accurate control.

* Quality cutting up to 8mm.

* Under MMA function can use 3.2mm electrode well.

» Under TIG function can weld 0.3-4mm plate.

Rated Input Voltage \% AC 110V/220V + 15% 50/60Hz AC 220V + 15% 50/60Hz
Rated Input Power KVA 5.1 7.0
CUT:20-30 CUT:20-40
TIG:10-120 TIG:10-160
Sl G R E A MMA:30-120 MMA:30-160
Duty Cycle % 30 30
Feeding mode - High frequency contact High frequency contact
Air pressure KGF/CM2 4.5 4.5
Quality cutting thickness MM 6 6
Extreme cutting thickness MM 10 10
Machine Dimensions MM 400 x 165 x 310 400 x 165 x 310
Net Weight KG 9.2 9.2

WWW.SANQIAOCO.COM
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CUT40

Plasma cutting machine

AN (CUT-40

{GBT i lasma cuting machine
o
°; o
OFF »
A 40
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cutting

STANDARD ACCESSORIES

Air reducing PT-31 contact Earth clamp
valve tyope (5m) (2.0m)
-

Features:

* IGBT inverter technology, rapid response speed, reliable performance.
* High frequency arcing, arcing sucess rate up to 90%.

* Three-proofing air flue desigin, good for heat dissipation. :

* Over current & heat protection.

Rated Input Voltage Vv AC 220V+15% 50/60
Rated Input Power KVA 6.6

Output Current Range A 20-40

Duty Cycle % 60

Feeding mode - High frequency contact
Air pressure KGF/CM2 4.5

Quality cutting thickness MM 6

Extreme cutting thickness MM 10

Machine Dimensions MM 375X160X310

Net Weight KG 7.3

WWW.SANQIAOCO.COM
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Plasma cutting machine Digtal stud welding machine

CUT-160

Charging Full Working Protecting
miltekmm“w“mm

Set
voltage

e TR )

H Ao

4-step  Check air

CUT-160 A

INVERTER AIR PLASMA CUTTING MACHINE

. _Stud

diameter
Welding
voltage

Material selection Data selection

r2(_] Bl

S=1600 ® 4w

F1

<+

Plasma

| Stud
cutting welding
STANDARD ACCESSORIES STANDARD ACCESSORIES
Airreducing Earth clamp Stud double-heads
valve (2.0m)

welding gun earth clamp (2m)

Features: Features:

* IGBT module inverter technology, reliable performance. * Digital control technology, welding data match automatically.

* High frequency arcing, arcing sucess rate up to 90%. * Suitable to different stud diameter.

« Digital control connector available. « Using capacitor accumulator, thin sheet welding no deformation.
* Three-proofing air flue desigin, good for heat dissipation. * High welding efficiency, up to 30 pcs stud per min.

* Over current & heat protection. » Over current & heat protection.

Rated Input Power KVA 29.1 Rated Input Voltage Y AC 220V+15% 50/60Hz AC 220V+15% 50/60Hz

Output Current Range A 30-160 Welding energy W 1600 2500

Duty Cycle % 60 Welding Range - M3-M6 M3-M8

Feeding mode - High frequency non-contact Power mode - Capacitor energy storage Capacitor energy storage

Air pressure KGF/CM2 6 Welding Rate Min 20-30 pcs 20-30 pcs

Quality cutting thickness MM 40 Welding time MS 1-3 1-3

Extreme cutting thickness MM 55 Welding materials - Mild steel,stainless steal,aluminum,brass Mild steel,stainless steal,aluminum,brass
Machine Dimensions MM 605x310x595 Machine Dimensions MM 430X220X375 430X220X375

Net Weight KG 48 Net Weight KG 16.7 17.7
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